
Round Flow
cassette unit

Indoor unit FCQ

Style and Comfort
These built-in, round flow units are perfect for application 

in areas with integrated false ceiling voids. 

A smooth air distribution into all directions is secured. 

Due to the choice of 23 air flow distribution patterns a 

maximum of comfort is guaranteed.

• Decoration panel (option)
• Infrared remote control (optional)
• Wired remote control (optional)
• Auto cooling-heating changeover 

(heat pump only)
• Air filter
• Ceiling soiling prevention
• 2 Fan speed steps
• Fan only 
• Auto swing
• Timer
• Whisper quiet
• Self-diagnosis
• Auto-restart
• Dry program
• Standard drain pump kit
• Optimized design for R410a refrigerant
• Operating range cooling starting 

from -15°C (RZQ)
• Operating range heating starting 

from -20°C (RZQ)
• Anticorrosion treatment of outdoor heat

exchanger fins



Round Flow cassette unit
FCQ

1 Energy Efficiency Ratio/Coefficient Of Performance, 
2 Energy label: scale from A (most efficient) to G (less efficient)
3 Annual energy consumption: based on average use of 500 running hours per year at full load (= nominal conditions)
* Preliminary data

cooling only

Indoor unit with wired controller FCQ 35 C.WR* FCQ 50 C.WR* FCQ 60 C.WR*

Indoor unit FCQ 35 C FCQ 50 C FCQ 60 C

Panel BYCQ 140 CW1 BYCQ 140 CW1 BYCQ 140 CW1

Wired controller BRC 1 D 52 BRC 1 D 52 BRC 1 D 52

Indoor unit with infrared remote controller FCQ 35 C.IR* FCQ 50 C.IR* FCQ 60 C.IR*

Indoor unit FCQ 35 C FCQ 50 C FCQ 60 C

Panel BYCQ 140 CW1 BYCQ 140 CW1 BYCQ 140 CW1

Infrared remote controller BRC 7 F 532 F BRC 7 F 532 F BRC 7 F 532 F

Cooling capacity min./nominal/max. kW 1.4 / 3.4 / 3.7 0.9 / 5.0 / 5.6 0.9 / 5.7 / 6.0

Heating capacity min./nominal/max. kW – – –

Color white white white

No. of fan steps 2 2 2

Air flow rate max. in cooling m3/h 630 750 810

Sound pressure low dB(A) 27 27 28

Dimensions height mm 204 204 204

width mm 840 840 840

depth mm 840 840 840

Weight kg 19 19 19

Piping connections liquid mm ø 6.4 ø 6.4 ø 6.4

gas mm ø 9.5 ø 12.7 ø 12.7

Multi compatible yes yes yes

Outdoor unit RKS 35 G* RKS 50 G* RKS 60 F

Refrigerant R410A R410A R410A

Sound pressure cooling dB(A) 48 48 49

heating dB(A) – – –

Dimensions height mm 550 735 735

width mm 765 825 825

depth mm 285 300 300

Weight kg 34 47 48

Max. piping length m 20 30 30

Max. level difference m 15 20 20

Operating range cooling °CDB -10 (-15) to +46 -10 (-15) to +46 -10 (-15) to +46

heating °CWB – – –

System

Power input (Nominal) cooling kW 0.95 1.41 1.64

heating kW – – –

EER 1 cooling 3.58 3.55 3.48

COP 1 heating – – –

Energy label 2 cooling A A A

heating – – –

Annual energy consumption 3 kWh 475 705 820

FCQ 35, 50, 60 C

RKS 35 G

RKS 60 F



Wall Mounted Units
FTN / FTYN
Siesta 

Round Flow cassette unit
FCQ

1 Energy Efficiency Ratio/Coefficient Of Performance, 
2 Energy label: scale from A (most efficient) to G (less efficient)
3 Annual energy consumption: based on average use of 500 running hours per year at full load (= nominal conditions)
• Data not available at time of printing
* Preliminary data

heat pump

Indoor unit with wired controller FCQ 71 C.WR FCQ 100 C.WR FCQ 125 C.WR FCQ 140 C.WR

Indoor unit FCQ 71 C FCQ 100 C FCQ 125 C FCQ 140 C

Panel BYCQ 140 CW1 BYCQ 140 CW1 BYCQ 140 CW1 BYCQ 140 CW1

Wired controller BRC 1 D 52 BRC 1 D 52 BRC 1 D 52 BRC 1 D 52

Indoor unit with infrared remote controller FCQ 71 C.IR FCQ 100 C.IR FCQ 125 C.IR FCQ 140 C.IR

Indoor unit FCQ 71 C FCQ 100 C FCQ 125 C FCQ 140 C

Panel BYCQ 140 CW1 BYCQ 140 CW1 BYCQ 140 CW1 BYCQ 140 CW1

Infrared remote controller BRC 7 F 532 F BRC 7 F 532 F BRC 7 F 532 F BRC 7 F 532 F

Cooling capacity min./nominal/max. kW • / 7.1 / • • / 10.0 / • • / 12.5 / • • / 14.0 / •
Heating capacity min./nominal/max. kW • / 8.0 / • • / 11.2 / • • / 14.0 / • • / 16.0 / •
Color white white white white

No. of fan steps 2 2 2 2

Air flow rate max. in cooling m3/h 930 1410 1650 1650

Sound pressure low dB(A) 28 32 35 35

Dimensions height mm 204 246 246 246

width mm 840 840 840 840

depth mm 840 840 840 840

Weight kg 21 23 23 23

Piping connections liquid mm ø 9.5 ø 9.5 ø 9.5 ø 9.5

gas mm ø 15.9 ø 15.9 ø 15.9 ø 15.9

Multi compatible – – – –

Outdoor unit RZQS 71 CV* RZQS 100 CV* RZQS 125 CV RZQS 140 CV

Refrigerant R410A R410A R410A R410A

Sound pressure cooling dB(A) 49 51 51 52

heating dB(A) 51 55 53 54

Dimensions height mm 770 770 1170 1170

width mm 900 900 900 900

depth mm 320 320 320 320

Weight kg 68 68 103 103

Max. piping length m 30 50 50 50

Max. level difference m 15 30 30 30

Operating range cooling °CDB -5 to +46 -5 to +46 -5 to +46 -5 to +46

heating °CWB -15 to +15.5 -15 to +15.5 -15 to +15.5 -15 to +15.5

System

Power input (Nominal) cooling kW 2.46 3.83 4.14 5.36

heating kW 2.61 3.47 4.52 5.69

EER 1 cooling 2.89 2.61 3.02 2.61

COP 1 heating 3.07 3.23 3.10 2.81

Energy label 2 cooling C D B D

heating D C D D

Annual energy consumption 3 kWh 1230 1915 2070 2680

FCQ 35, 50, 60, 71,
100, 125, 140  C

RZQS 125, 140 C



Wall Mounted Units
FTN / FTYN
Siesta 

Round Flow cassette unit
FCQ

1 Energy Efficiency Ratio/Coefficient Of Performance, 
2 Energy label: scale from A (most efficient) to G (less efficient)
3 Annual energy consumption: based on average use of 500 running hours per year at full load (= nominal conditions)
• Data not available at time of printing
* Preliminary data

heat pump

Indoor unit with wired controller FCQ 35 C.WR* FCQ 50 C.WR* FCQ 60 C.WR FCQ 71 C.WR* FCQ 100 C.WR* FCQ 125 C.WR FCQ 140 C.WR

Indoor unit FCQ 35 C FCQ 50 C FCQ 60 C FCQ 71 C FCQ 100 C FCQ 125 C FCQ 140 C

Panel BYCQ 140 CW1 BYCQ 140 CW1 BYCQ 140 CW1 BYCQ 140 CW1 BYCQ 140 CW1 BYCQ 140 CW1 BYCQ 140 CW1

Wired controller BRC 1 D 52 BRC 1 D 52 BRC 1 D 52 BRC 1 D 52 BRC 1 D 52 BRC 1 D 52 BRC 1 D 52

Indoor unit with infrared remote controller FCQ 35 C.IR FCQ 50 C.IR FCQ 60 C.IR FCQ 71 C.IR FCQ 100 C.IRFCQ 125 C.IRFCQ 140 C.IR

Indoor unit FCQ 35 C FCQ 50 C FCQ 60 C FCQ 71 C FCQ 100 C FCQ 125 C FCQ 140 C

Panel BYCQ 140 CW1 BYCQ 140 CW1 BYCQ 140 CW1 BYCQ 140 CW1 BYCQ 140 CW1 BYCQ 140 CW1 BYCQ 140 CW1

Infrared remote controller BRC 7 F 532 F BRC 7 F 532 F BRC 7 F 532 F BRC 7 F 532 F BRC 7 F 532 F BRC 7 F 532 F BRC 7 F 532 F

Cooling capacity min./nominal/max. kW 1.4 / 3.4 / 3.7 0.9 / 5.0 / 5.6 0.9 / 5.7 / 6.0 • / 7.1 / • • / 10.0 / • • / 12.5 / • • / 14.0 / •
Heating capacity min./nominal/max. kW 1.4 / 4.2 / 5.0 0.9 / 6.0 / 7.0 0.9 / 7.0 / 8.0 • / 8.0 / • • / 11.2 / • • / 14.0 / • • / 16.0 / •
Color white white white white white white white

No. of fan steps 2 2 2 2 2 2 2

Air flow rate max. in cooling m3/h 630 750 810 930 1410 1650 1650

Sound pressure low dB(A) 27 27 28 28 32 35 35

Dimensions height mm 204 204 204 204 246 246 246

width mm 840 840 840 840 840 840 840

depth mm 840 840 840 840 840 840 840

Weight kg 19 19 19 21 23 23 23

Piping connections liquid mm ø 6.4 ø 6.4 ø 6.4 ø 9.5 ø 9.5 ø 9.5 ø 9.5

gas mm ø 9.5 ø 12.7 ø 12.7 ø 15.9 ø 15.9 ø 15.9 ø 15.9

Multi compatible yes yes yes – – – –

Outdoor unit RXS 35 G* RXS 50 G* RXS 60 F RZQ 71 CV* RZQ 100 CV/BW* RZQ 125 CV/BW RZQ 140 CV/BW

Refrigerant R410A R410A R410A R410A R410A R410A R410A

Sound pressure cooling dB(A) 48 48 49 47 49 50 50

heating dB(A) 48 48 49 49 51 52 52

Dimensions height mm 550 735 735 770 1170 / 1345 1170 / 1345 1170 / 1345

width mm 765 825 825 900 900 900 900

depth mm 285 300 300 320 320 320 320

Weight kg 34 48 48 67 103 / 106 103 / 106 103 / 106

Max. piping length m 20 30 30 50 75 75 75

Max. level difference m 15 20 20 30 30 30 30

Operating range cooling °CDB -10 to +46 -10 to +46 -10 to +46 -15 to +50 -15 to +50 -15 to +50 -15 to +50

heating °CWB -15 to +20 -15 to +18 -15 to +18 -20 to +15.5 -20 to +15.5 -20 to +15.5 -20 to +15.5

System

Power input (Nominal) cooling kW 0.95 1.41 1.64 2.11 2.77 / 2.64 3.88 5.36

heating kW 1.23 1.62 1.99 2.21 3.02 / 3.14 3.95 / 4.36 4.98 / 5.69

EER 1 cooling 3.58 3.55 3.48 3.36 3.61 / 3.79 3.22 2.61

COP 1 heating 3.41 3.70 3.52 3.62 3.71 / 3.57 3.54 / 3.21 3.21 / 2.81

Energy label 2 cooling A A A A A A D

heating B A B A A / B B / C C / D

Annual energy consumption 3 kWh 475 705 820 1055 1385 / 1320 1940 2680

FCQ 35, 50, 60, 71,

100, 125 C

RXS 35 G

RXS 60 F

RZQ 71 C

RZQ 100, 125 C



Round Flow cassette unit
FCQ

1 Energy Efficiency Ratio/Coefficient Of Performance, 
2 Energy label: scale from A (most efficient) to G (less efficient), 
3 Annual energy consumption: based on average use of 500 running hours per year at full load (= nominal conditions)
• Data not available at time of printing

cooling only heat pump

Indoor unit with wired controller FCQ 71 C.WR FCQ 100 C.WR FCQ 125 C.WR FCQ 71 C.WR FCQ 100 C.WR FCQ 125 C.WR

Indoor unit FCQ 71 C FCQ 100 C FCQ 125 C FCQ 71 C FCQ 100 C FCQ 125 C

Panel BYCQ 140 CW1 BYCQ 140 CW1 BYCQ 140 CW1 BYCQ 140 CW1 BYCQ 140 CW1 BYCQ 140 CW1

Wired controller BRC 1 D 52 BRC 1 D 52 BRC 1 D 52 BRC 1 D 52 BRC 1 D 52 BRC 1 D 52

Indoor unit with infrared remote controller FCQ 71 C.IR FCQ 100 C.IR FCQ 125 C.IR FCQ 71 C.IR FCQ 100 C.IR FCQ 125 C.IR

Indoor unit FCQ 71 C FCQ 100 C FCQ 125 C FCQ 71 C FCQ 100 C FCQ 125 C

Panel BYCQ 140 CW1 BYCQ 140 CW1 BYCQ 140 CW1 BYCQ 140 CW1 BYCQ 140 CW1 BYCQ 140 CW1

Infrared remote controller BRC 7 F 532 F BRC 7 F 532 F BRC 7 F 532 F BRC 7 F 532 F BRC 7 F 532 F BRC 7 F 532 F

Cooling capacity min./nominal/max. kW 7.1 10.0 12.5 7.1 10.0 12.5

Heating capacity min./nominal/max. kW – – – 8.0 11.2 14.6

Color white white white white white white

No. of fan steps 2 2 2 2 2 2

Air flow rate max. in cooling m3/h 930 1410 1650 930 1410 1650

Sound pressure low dB(A) 28 32 35 28 32 35

Dimensions height mm 204 246 246 204 246 246

width mm 840 840 840 840 840 840

depth mm 840 840 840 840 840 840

Weight kg 21 23 23 21 23 23 

Piping connections liquid mm ø 9.5 ø 9.5 ø 9.5 ø 9.5 ø 9.5 ø 9.5

gas mm ø 15.9 ø 15.9 ø 15.9 ø 15.9 ø 15.9 ø 15.9

Multi compatible – – – – – –

Outdoor unit RR 71 BV/BW RR 100 BV/BW RR 125 BW REQ 71 BV/BW REQ 100 BV/BW REQ 125 BW

Refrigerant R410A R410A R410A R410A R410A R410A

Sound pressure cooling dB(A) 50 53 53 53 57 57

heating dB(A) – – – • • •
Dimensions height mm 770 1170 1170 770 1170 1170

width mm 900 900 900 900 900 900

depth mm 320 320 320 320 320 320

Weight kg 83 / 81 102 / 99 106 83 102 / 100 108

Max. piping length m 70 70 70 70 70 70

Max. level difference m 30 30 30 30 30 30

Operating range cooling °CDB -15 to +46 -15 to +46 -15 to +46 +10 to +46 +10 to +46 +10 to +46

heating °CWB – – – -10 to +15 -10 to +15 -10 to +15

System

Power input (Nominal) cooling kW 2.72 / 2.66 3.83 / 3.56 4.66 2.79 / 2.66 3.83 / 3.56 4.66

heating kW – – – 2.49 / 2.80 3.75 / 3.66 5.06

EER 1 cooling 2.61 / 2.67 2.61 / 2.81 2.68 2.54 / 2.67 2.61 / 2.81 2.68

COP 1 heating – – – 3.21 / 2.86 2.99 / 3.06 2.89

Energy label 2 cooling D D / C D E / D D / C D

heating – – – C / D D D

Annual energy consumption 3 kWh 1360 / 1330 1915 / 1780 2330 1360 / 1330 1915 / 1780 2330

FCQ 71, 100, 125 C

RR 100 B

REQ 71 B
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Indoor unit FCQ 35, 50, 60 C

Outdoor unit RR 100 B


